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ISS 
Develop  

Innovate  

Evo lve  

BENEFITS & 
FEATURES 
 

 

Servo-electric mechanisms 
provide precise, repeatable 
motion 

Allows for 5” triple gob 
production run at the same 
speed as double gob 

Allows for 95 mm quad gob 
production run at the same 
speed as triple gob 

Full access to all motors and 
cables from below the 
machine 

Reduced Energy 
consumption by 40% 

Ergonomically and operator 
friendly design 

 

Highly accurate Process 
Control System controlled 
through use of SDT-10 
based on 100% Siemens 
standard components 

Full accessibility to Blank 
and Blow Mold side 

Production sizes featuring 
wide range of ware sizes 

Section-related controls for 
service independence 
 
Capable of using both 
Vertiflow and InVertiflow on 
Blank and Blow mold side 

Each Mold half or quarter 
and mold A, B, C, D can be 
cooled individually 



                                                                                                                                                                                 Copyright © Sklostroj 2013 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MACHINE FEATURES      6 ¼’’ DOUBLE GOB     5’’ TRIPLE GOB           95 MM QUAD GOB 
Control & Drive System SDT-10, 100% Siemens based 

Servo Electric Feeder DSP5-1 

Servo Electric Plunger, each Needle independent, 1-4 GOB 

Servo Electric Micro Tube Lifting 

Servo Electric Parallel Shear 

Servo Electric Gob Distributor E-Type 

Delivery Suspension System V shape 

Servo Electric Baffle Mechanismus 

Servo Electric parallel Mold open & Close MOC for Blank & Blow Mould 

Servo Electric Invert Mechanism 

Servo Neck Ring Mechanism 

Quick Change Plunger Mechanism 

Plunger Up PPCB with Proportional valves  

Plunger Cooling Control System PCCS Low & High cooling with Prop. valve 

Quick Change Accessories 

360° In Verti Flow Cooling  In Blank & Blow mould a nd additional Vertiflow 

Servo Take-Out Mechanismus 

Servo Blow Head Mechanismus 

Servo Conveyor with Silent Chain 150 mm 

Servo Pusher Mechanism EP97-04 

Servo High/Low Deadplate Cooling  

Automatic Lubrication System Lincoln 

 
 
Forming Process 
Blow & Blow 

Press & Blow 

Narrow Neck Press & Blow 
Process change DG to TG and Vice Versa, or TG to QG 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ISS-SUPPORT SOLUTIONS 

MACHINE TYPE ISS 

AVAILABLE IN 4, 6, 8, 10, 12 

SECTION CONFIGURATIONS 

 

PRODUCTION IN DG, TG, QG 

 

DG: 5’’, 5 ½’’, 6 ¼’’ 

TG: 3’’, 4 ¼’’, 5’’ 

QG: 3’’, 85 MM, 95 MM 

Technology  for your work  
CONNECTS YOUR COMPAN Y WITH THE TECHNOLOG IE-RESSOURCES, 
WHICH YOU NEED 

CUSTOMER SOLUTIONS 
 

7 x 24 x 365 Customer support 

Service contracts with tailored 

individual solutions and packages 

depends on customer 

requirements 

WEB-SOLUTIONS 
Internet Remote control via very 

save VPN access directly into the 

plant and to the ISS machine or to 

any other peripheral equipment of 

Sklostroj 

 6 ¼” DOUBLE GOB 5” TRIPLE GOB 95 mm QUAD GOB 

 B&B P&B NNPB B&B P&B NNPB B&B P&B NNPB 

Ware Range Reference x x x 

Min. Height Under Finish 66 mm 66 mm 66 mm 50 mm 50 mm 50 mm 54 mm 35 mm 31 mm 

Max. Height Under Finish 347 mm 342 mm 347 mm 347 mm 342 mm 347 mm 250 mm 250 mm 250 mm 

Max. Body Diameter 121 mm 121 mm 121 mm 90 mm 90 mm 90 mm 65 mm 65 mm 65 mm 

Max. Finish Diameter 48 mm 83 mm 48 mm 48 mm 70 mm 48 mm 35 mm 55 mm 38 mm 
 

E-BUSINESS-SOLUTIONS 
Interactive Spare Parts Catalogue 

which enables customers to order 

online their required spare part  

ITT (Interactive Training Terminal) 

to train your plant people 
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Dimension Specifications – ISS Machine Sections  

Number of sections: 
Dimensions in mm 

 4 

 

6 

 

8 

 

10* 

 

12* 

 

A – Metal Line min.  5700 5700 5700 6000 6300 

B  4370 4370 4370 4650 4870 

C  4110 4110 4110 4390 4610 

D  3074 3074 3074 3354 3920 

E  3868 4988 6108 7228 8348 
F  3770 4890 6010 7130 8250 
Machine weight: kg kg kg kg kg 

Including Molds and Accessories 
15.000 18.000 25.000 30.000 36.000 

& Conveyer and Platforms 

Flexible Solutions for 
Your Company requirements 
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Media Specification  


